
Talas  Measurer
Talas Measurer is a device for automatic insulation resistance monitoring of electric 
motors (AC and DC). Talas Measurer is installed close to the motor control center 
(MCC) and it is connected to one phase and ground of the electric motor’s feed 
circuit. Talas Measurer has Modbus protocol for automation and control system 
integration. It is also possible to transfer measuring and operational data via M2M-
modem to Talas Monitoring system. Talas Monitoring is an intellectual monitoring 
system that allows its users to monitor their electric motors from any computer 
or smart device. Talas Measurer is available in IP54 classified enclosure and as a 
MCC mountable block. The MCC mountable block can be also delivered in high 
IP classified polycarbonate enclosure. Measuring voltage is 50, 105 or 250VDC. 

Where to use?
New and old electric motors that are installed or will be installed to a humid place, 
to a place where they could be in direct contact with water (flooding) or where 
they can experience significant changes in surrounding air temperature. Talas 
Measurer is also an ideal device for monitoring critical process electric motors 
and motors running emergency systems such as fire pumps and smoke exhaust 
ventilators. The nominal voltage of the electric motors should be less than 1000V. 

Operation
Talas Measurer measures the insulation resistance by feeding direct current (DC) 
to one phase of a de-energized electric motor. In case of low insulation resistance 
Talas Measurer gives a pre-warning alert and if the insulation resistance has fallen 
below a critical value it can prevent the motor from starting. When the motor is 
operating Talas Measurer goes into standby mode and starts the measuring cycles 
15 minutes (default setting) after the motor has switched off. It is also possible to 
control Talas Measurer with commands from the centralized automation system.       

Manufacturer: Talas Electric Oy
Model: TM50, TM105 & TM250
Input voltage: 220-240 VAC
Input current: 1 A
Input frequency: 50-60Hz
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IP: 20 – 54 (depending on the model)
Output voltage: 0-250 VDC
Output current: 10mA
Measuring zone: 0,2 – 20MΩ (50V); 0,3-60MΩ (105V) & 0-1000MΩ (250V)
Communications protocol: Modbus
Communication interface: RS-485

Technical Information:

Check datasheet for more information 
(http://talaselectric.com/talas-measurer/).


